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BUILDING (SCOTLAND) ACT 2003
This plan has been approved by

The Moray Council in terms of the

Building Warrant

Ref No.: 23/00635/BW

Dated: 04 September 2023
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Unprotected area: 10.9m?

North West Elevation bw

1

75

External Wall Legend

Walls clad with 18 x 150mm offsaw larch boards - vertical orientation

MVHR supply/exhaust
terminals - SystemAir
CVVX Combi-grille

i
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Escape route lighting above door

North East Elevation bw
1:75

—— Mitsubishi Ecodan R32 Ultra Quiet ASHP

NOTES:

1. All floor to wall junctions & door/window heads. To be of intumescent type FF102/50 fitted as per
manufacturer specification.

2. Fireproof cavity barriers to be fitted within the 50mm vented wall cavity to wall head & window sills, and

_ vertically if distance is greater than 10m apart. To be Rockwool TCB Cavrty Frre Stop (surtable srze for
the gap specified) fitted to-manufacturer's specification "~ " —~C N NN
The fire performance of wood panelling which has not been treated wrth a flame retardant can be
defined under the established CWFT rules as set out in BS EN14915 ‘Solid wood panelling and

cladding - Characteristics,requirements and marking’. The reaction to fire performance of solid wood

depends on the type of wood, its density, thickness, arrangement and installation.
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Walls clad 18 x 150mm offsaw larch boards - horizontal orientation \ 4 ReSiStant MUltiprO XS 9mm |\/|gO board (BBA 15/5255) fo aCheive A1 ﬁre I‘a'[ing as Sheathing/baCking
board to cladding. Refer to A109-Details detail 9 & 10
. 5. A Euroclass D rating for cladding can be achieved under CWFT rules where the following conditions are ’
met:
Walls clad with 8 x 180mm Hardieplank boards / © Proflles are Of nomu’]al th|CkneSS > 1 8mm \‘
7 - Species density is over 390kg/m?3
» Back wall/substrate is A1/A2 fire rating and minimum density 10kg/m3* ]
/ . . . . . .
( « Where the cavity is non ventilated with a depth <20mm or no airgap (eg internal wall
i s Fire cavity barrier locations refer to Project Specification for details \7 panelllng), a EUI‘OC|aSS D_ 32, do Substrate may be Used
_ * The cladding arrangement is of closed jointed type
) S - *Open jointed arrangements may be classified as D-s2,d0 under CWFT rules in certain t
South Elevation bw specific arrangements, see EN-14915. )
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/" Unprotected area: 2.340m * 9.777m = 22.88m2\\j;
- Escape route lighting above door \ “
. \_  Distance to boundary: 3.842m \
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