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In-building infrastructure duct to be a 100mm
horizontal duct through external wall sloped
downwards to the outside to prevent the
possibility of water ingress and fitted with
appropriate air seals
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Escape Route Length: 16.9m

Figure 4.12 Typical in-building infrastructure for a single occupancy
building
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Access point

Network termination point

Ground level

Floor Covering Legend

Floor level

Recycled composite decking boards fixed
as per manufacturer's recommendation on
to treated 45 x 195mm joists

10mm thick porcelain tile

21mm thick timber floor

Vinyl flooring

Entrance matt with accessible threshold

Colostomy shelf
Toilet flush handle to left hand side

Toilet seat height to be 480mm
Assistance alarm reset

Visually contrasting fitments and grab rails

Pull cord assistance alarm

Wall hung basin to be 720-740mm from FFL

S.V.P. (reduced to 65mm above FL)

NOTES:
1 The Occupancy Load Factor of 0.5 which is defined in the Scottish Non-domestic Technical Handbook has not been used to determine the maximum occupancy of the building. This building is to be used as a Place of Worship for meditation purposes and the seating fittings as shown on the plan are to allow suitable circulation space. The vestibule should not be Wall hung utility basin

deemed part of the calculation for occupancy as it is only to be used as a transition space to access the inner sanctum. Therefore the occupancy has been calculated by the amount of seating provided: 36 chairs, 14 cushions, and bench seats for about 40 people plus an oversizing factor of 10% (90 + 9 = 99). !
2. All internal furniture to be fittings not permanent fixtures N )
3. Final exit escape doors to conform to Clause 2.9.18 of the Technical Handbook and to be fitted with the following: A — ) )

g. gelf-clgsing rﬂeschanis[n: ERITSN 27:(;39 ’ A Y Visual fire alarm beacon

. anic bar with 3 point locking: Briton L e g e )

C.  External Lock: Briton 9260 digital code 5 () [ Instantansous hot water heater
4, Fire Detection system to be Category M-L3 with manual call points as specified in BS EN 54: Part 11: 2001 installed in accordance with BS 5839: Part 1: 2017 L ? p D-
5. Manual control devices:

Unless incorporating a restrictor or other protective device for safety reasons, controls should be operable with one hand. ? Assistance alarm (visual and audible)

An openable window, rooflight or other ventilator, intended to be operable by building occupants to provide natural ventilation, should have controls for opening, positioned at least 350mm from any internal corner, projecting wall or similar obstruction and at a height of: . and eorial pard

 not more than 1.7m above floor level, where access to controls is unobstructed, and | = P

* not more than 1.5m above floor level, where access to controls is limited by a fixed obstruction, not more than 900mm high which projects not more than 600mm in front of the position of the controls. Where obstruction is greater, a remote means of opening, in an unobstructed location, should be provided, and Aorsasibils saniean scmmpdatian

+ not more than 1.0m above floor level, in an unobstructed location, in any room intended specifically for use by a wheelchair user, such as an accessible bedroom. The above guidance does not apply to windows or rooflights openable only for cleaning or maintenance purposes or that are controlled by an automatic system, or to trickle ventilators. signsge:on doan Y

Outlets and controls of electrical fixtures and systems should be positioned at least 350mm from any internal corner, projecting wall or similar obstruction and, unless the need for a higher location can be demonstrated, not more than 1.2m above floor level. This would include fixtures such as sockets, switches, fire alarm call points and timer controls or )

programmers. Within this height range: W/C privacy lock to have an emergency

- light switches should be positioned at a height of between 900mm and 1.1m above floor level release operable from the outside

« standard switched or unswitched socket outlets and outlets for other services such as telephone or television should be positioned at least 400mm above floor level. Above an obstruction, such as a worktop, fixtures should be at least 150mm above the projecting surface v

« in accommodation specifically intended for wheelchair users, such as accessible bedrooms, operable controls should be located at a height of not more than 1.0m above floor level.

Where sockets are concealed, such as to the rear of built-in appliances, or obstructed by built-in furniture, separate switching should be provided in an accessible position, to allow appliances to be isolated. A - bl T a I t PI
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