50mm diameter
weepholes at 1.8m

centres.

250mm Durisol Retaining Wall Section | %" ziosssiew

Cope to Architects

detail on DPC.

Manufacturer designed 0

glass handrail with
cantilever base fixing
channel bolted to stepoc
concrete core along top.

900 vertical x 400mm
horizontal bent H12
starter bars at 133mm
centres.

Lower GL

Rear of wall to have
2 coats of bituminous
paint applied prior to
backfilling.

Upper GL

H10 horizontal lacer bars
Granular free at 250mm vertical centres
draining backfill. (1 No. per block).

H12 vertical bars at
250mm centres (to match
block centres)

100mm perforated pipe (wrapped
in terram fabric) /laid to rear of
retaining wall t9 outfall each end.

BUILDING (SCOTLAND) ACT 2003

650

This plan has been approved by

300

Typical 300mm deep RC35
concrete strip foundation with 1
layer A393 mesh reinforcement at

The Moray Council in terms of the

50mm top and bottom cover.

Building Warrant

Dated: 04 September 2023

Going and rise dimensions
as detailed by Architect

Individual precast concrete

step units built into min € o
100mm supporting block
HANDRAIL: BoA %1 BB /
1. Any handrails should be designed and manufactured by GOING & &
a specialist company.
2. Structural design of the timber elements should be in
accordance with BS 5268-2.
3. Structural design of the steelwork elements(including joints)
to be in accordance with BS 5950:Part 1: 2000.
4. The dead loads should be calculated in accordance with
BS 6399-1.
5. The imposed loads should be calculated as follows in

accordance with BS 6399-1:

HANDRAILS

(i) 0.74kN/m horizontal (at 1.1m above floor level) or,

(if) 1.0kN/m? infill load or,

(iii) 0.5kN point load to part of infill.

Individual Precast Concrete

Step Units Detall

H12 vertical bars at
250mm centres (to match
block centres)

(1 No. per block).

i 7 B H10 horizontal lacer bars
1% at 250mm vertical centres
.|§ o

Rear of wall to have
2 coats of bituminous
paint applied prior to
backfilling.

250 Durisol Retaining Wall Plan

All connections via.
5mm fillet welds. HANDRAIL SECTIONS TO

60 x 10mm S275 handrail plate BE HOT DIP GALVANISED.

60 x 15mm

S275 primary
posts at MAX.
1.1m centres.

12 X 12mm bar infill
members at MAX
112mm spacing.

1100mm above finished ground level

== 150 x 100 x =r
| 15mm baseplate o
for resin anchor
connection.

External Handralil Detall

DURISOL RETAINING WALL NOTES:

1. Infill concrete to be RC35 concrete with a MIN cement content of
300kg/m? with a suggested slump of MIN 150mm using 10mm
aggregate.

A 256mm stepoc wall uses 0.15m?* per m? face of wall.

A pump or skip with a 75mm nozzle is suggested.

No mechanical vibration SHALL be used when filling with concrete.

A WN

Graeme Craig Consulting Engineers Ltd
Kempstone Hill

Stonehaven
CERTIFIERS NOTE: . AB?Q SQE
The design certificate referred to in the adjacent box relates only to the SER Ltd Body Registration Number SER1-DB-0606
design/construction details shown on this drawing. Any variations to the This is certified a true copy of the drawing
details shown on this drawing are NOT covered by this structural design supporting the structural design registered as:
certificate and may require the submission of an Amendment to Warrant SER Ltd Certificate Number :| 396354
which may in turn require an Amended Design Certificate. Prior to any Issue date: 22/06/2023
changes being made, the Architect/Engineer should be consulted. Issued by: GKIC
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